
LIP-STICK - PENDANT

Date:

Type:

Project:

Name Lamping Fixture Lumens* Color Temp Electrical Mounting

LIP-STICK 50 W LED 6823 5000K UNV 120-277V AC60
60” aircraft cables with 

individual canopies

Contact Solera for
other Wattages

4000K HLV 347-480V

Contact Solera for other lengths

3000K

Specify other

Lens Optics Options Finishes

OAL
Cylindrical Opal

Acrylic Lens (Std) TY5 Type 5 Distribution DM 0-10V Dimming BL Black

DM1 1% Dimming WH White

EC End caps SG Silver Gray

RGBW Color changing LEDs BZ Bronze

RB Remote ballast CC Custom Color

BA4 Brushed Aluminum #4

See finishes page for custom colors

LIP-STICK -_____-_____-_____-_____-_____-_____-_____-_____-_____

TOLL FREE: 1.877.765.3722 ⚫ FAX: 905.457.4777 ⚫ soleracorp.com

Customization Notes:

►►► Info on this spec sheet will change without notice as product development is an ongoing process.

This is a cylindrical luminaire that can be 
hung in any way imaginable from the ceiling 
by multiple adjustable aircraft cables. The 
standard luminaire measures 72” long & 6” 
round. Two solid bands alternating with opal 
lens is the standard offering with option to 
include end caps and can be installed 
horizontally, vertically, in parallels, or in 
clusters.

*Lumens are based on maximum wattage and 5000K CCT

Std - standard

CUSTOM ARCHITECTRUAL LIGHTING 120 WALKER DRIVE, BRAMPTON, ONTARIO, L6T 4G9 

http://soleracorp.com/ral.html


Dimensions & Mounting (drawings are not to scale; measurements in inches):

TOLL FREE: 1.877.765.3722 ⚫ FAX: 905.457.4777 ⚫ soleracorp.com

Polar Graph:

Type 5 Distribution

CUSTOM ARCHITECTRUAL LIGHTING 120 WALKER DRIVE, BRAMPTON, ONTARIO, L6T 4G9 


