
A wall mount luminaire that gives off a unique 
glow effect. The aluminum overlay on the white 
lens is customizable. All external hardware is 
stainless steel. 

MAR WALL MOUNT

Date:

Type:

Project:

Name Lamping Lumens* Color Temp Electrical Mounting

MAR-20 20“ 18W LED 867 3000K UNV 120-277V WM Wall mounted

MAR-26 26“ 24W LED 1128 4000K HLV 347-480V

Contact for other mounting options

MAR-32 32“ 38W LED 1700 5000K

Contact for other lengths & wattages Contact for custom

RGBW

Lens Light Pattern Options Finishes

OAL Opal Acrylic Lens (Std) WB
Up & Down 

Wide beam (Std) TP Tamperproof Hardware BL Black

Contact for other cut-out designs on 
aluminum over-lay Contact for other light patterns

TS Tamperproof Screwdriver WH White

DM 0-10V Dimming SG Silver Grey

NB Narrow beam, 25 degrees BZ Bronze

MB Medium beam, 40 degrees CC Custom Color

See finishes info on website

*Lumens are based on Wattage and 5000K CCT for lamping
Std – Standard Offering

MAR-_____-_____-_____-_____-_____-_____-_____-_____-_____-_____

Customization Notes:

►►► Info on this spec sheet will change without notice as product development is an ongoing process.

TOLL FREE: 1.877.765.3722 ⚫ FAX: 905.457.4777 ⚫ soleracorp.com

MAR-O MAR-SL

CUSTOM ARCHITECTRUAL LIGHTING 120 WALKER DRIVE, BRAMPTON, ONTARIO, L6T 4G9 

http://soleracorp.com/ral.html


Dimensions & Mounting (measurements in inches; drawings are not to scale)
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Up & down wide beam 
Distribution
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