
A sleek surface luminaire made of aluminum 
extrusion with clean, solid, flat front emitting a back
glow. Mounting is from one end of the luminaire. 
Available in 3 sizes. Designed for both indoor & 
outdoor applications.

KYIV WALL MOUNT

Date:

Type:

Project:

Name Size Light Engine Lumens* Color Temp Electrical Mounting

KYIV

24 12W LED 2112 3000K UNV 120-277V WM Wall mounted

36 22W LED 3872 3500K HLV 347-480V

48 30W LED 5280 4000K

Contact for other sizes Contact for other wattages & outputs

5000K

Lens Light Distribution Options Finishes

OAL Opal lens (Std) BG Back glow (Std) RGBW Programmable colored LED BL Black

TP/TS Tamperproof hardware & screws WH White

WL Wet location SG Silver Grey

BZ Bronze

CC Custom Color

See finishes info on website

*General lumens are based on Wattage and 5000K CCT
*Specific IES Files available upon request
Std – Standard Offering

KYIV-_____-_____-_____-_____-_____-_____-_____-_____-_____-_____

Customization Notes:

►►► Info on this spec sheet will change without notice as product development is an ongoing process.
Last updated: 2023 – January – 09 

TOLL FREE: 1.877.765.3722 ⚫ FAX: 905.457.4777 ⚫ soleracorp.com

CUSTOM ARCHITECTRUAL LIGHTING 120 WALKER DRIVE, BRAMPTON, ONTARIO, L6T 4G9 

http://soleracorp.com/ral.html


Dimensions & Mounting (measurements in inches; drawings are not to scale)
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